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 NATO/ISAF UNCLASSIFIED 

 

SVFR rules for operation of FW aircraft 
                   Weather 
Aircraft 

No ceiling or at or 
above 4000’ 

Ceiling not less 
than 3000’ 

Ceiling less than 
3000’ 

Succeeding arrivals, 
the fallowing 

aircraft can enter 
the into CTR if 

The preceding aircraft 
has passed 8000’ in 

descend, or 
The preceding aircraft 

has established on 
the final approach 

phase (Base, 5 mile 
final, break), or 

The inbound 
directions are differed 

with more than one 
quadrant 

The preceding aircraft 
has passed 8000’ in 

descend, but the 
following aircraft shall 

not descend below 
9000’ until the 

preceding is landed, 
or the departure 

corridor is cleared. 
 

Succeeding 
departures, the 

fallowing aircraft 
can depart if 

The preceding aircraft has passed 8000’ in 
climb, or 

The preceding aircraft has established on it’s 
outbound course, and the outbound courses 

are differed at least with half quadrant, or 
The outbound courses are differed at least 

with one quadrant, and the aircraft are about 
to be established on them in 1 minute after 

departure. 

Succeeding arrivals 
and departures, the 
aircraft can depart if 

The arrival is not is established on the final 
approach phase (Base, 5 mile final, break), 

but the departure corridor is cleared, or 
The arrival and departure courses are differed 

more than one quadrant, and the departure 
aircraft is about to be established on 
outbound direction in 1 minute after 

departure. 
Succeeding 

departures and 
arrivals, the aircraft 
can enter into CTR 

if 

The departure aircraft has already 
established on its outbound course, that is 

differed from the arrival aircraft inbound 
course more than one quadrant. 

Only one fixwing 
aircraft is allowed to 
operate inside CTR. 

 


